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38MM STAINLESS @

STEEL SCREW

FIBRE CEMENT
LAP RANGE

Ensure your Cladco fibre cement lap
wall cladding is securely installed COLOUR RANGE

using our 38mm stainless steel screws.

Colour-coded to match your cladding

LIGHT

o CREAM
boards, these screws offer a discreet, e
seamless finish for a clean and
cohesive look.
SAGE
GRANITE WHITE GREEN

Black) FIXFC38BL
Blue) FIXFC38BG
Light Grey) FIXFC38G
Cream) FIXFC38CW

Granite) FIXFC38PE

SPECIFICATIONS
White) FIXFC38WH

SKU
Sage Green) FIXFC38GCG < 5

38mm
Screw Length 38mm
Stainless Steel
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Please Note: Images are for illustration purposes only. Actual products may vary slightly from those shown.
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Easy Installation .’

Eight Colours To Match
Our Fibre Cement
Cladding Boards

Enhanced Durability

jL))

Excellent Corrosion
Resistance

©

VARIATIONS EASY TO USE LONG-LASTING

MATERIALS ACCESSORIES

The stainless steel

These screws are
manufactured from
stainless steel for
maximum strength

With eight colours
available, the screws
can be purchased to
match fibre cement

Complete your
installation with fibre
cement lap cladding

boards and trims to

These screws are
engineered for a
straight-forward and

hassle-free installation.

material offers excellent
corrosion resistance and
enhanced durability for a
secure cladding project.

lap cladding boards match.
for your project for a
seamless finish.

and durability.

PRODUCT ACCESSORIES

ALUMINIUM TAPE

FIBRE CEMENT LAP ALUMINIUM
PERFORATED CLOSURE MEASURE

CLADDING BOARDS TRIMS
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