
Providing added safety for your 
outdoor decking, our aluminium 
handrail balustrades are 
manufactured from durable, powder-
coated aluminium for a long-lasting, 
low-maintenance finish. Compatible 
with timber, Nordeck and Signature 
solid composite decking, they come 
in white and black finishes to help 
define your outdoor spaces and 
create clean, stylish divisions.

BALUSTRADE SYSTEM

HANDRAIL 
SPECIFICATIONS

SKU Size Black White

900mm
1000mm
1200mm
1400mm
2200mm
2400mm
2600mm

BAL07-BUNDLE 
BAL08-BUNDLE
BAL10-BUNDLE
BAL12-BUNDLE
BAL20-BUNDLE
BAL22-BUNDLE
BAL24-BUNDLE

BAL07WH-BUNDLE
BAL08WH-BUNDLE
BAL10WH-BUNDLE
BAL12WH-BUNDLE
BAL20WH-BUNDLE
BAL22WH-BUNDLE
BAL24WH-BUNDLE

Width 900mm, 1000mm, 1200mm, 1400mm, 2200mm, 2400mm and 2600mm

Height 1100mm

Material Non-Corrosive, Powder-Coated Aluminium

POWDER-COATED
ALUMINIUM
HANDRAIL
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Please Note: Images are for illustration purposes only. Actual products may vary slightly from those shown.

COLOUR RANGE

BLACK WHITE
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HANDRAIL SPECIFICATIONS

Length:
900mm & 1000mm
700mm & 800mm (inside)

Height:
1100mm

Spindles:
5

Length:
1200mm
1000 (inside)

Height:
1100mm

Spindles:
6

Length:
1400mm
1200 (inside)

Height:
1100mm

Spindles:
8

Length:
2200mm
925mm (inside each side)

Height:
1100mm

Spindles:
14 (7 each side of central post)

Length:
2400mm
1025mm (inside each side)

Height:
1100mm

Spindles:
16 (8 each side of central post)

Length:
2600mm
1125mm (inside each side)

Height:
1100mm

Spindles:
16 (8 each side of central post)

50mm 50mm

PRO F I L ES®



Superior Strength  
And Durability

Low-Maintenance And 
Non-Corrosive

Durable Powder
Coating, Ready To Paint

If Required

Interchangeable 
Lengths Available

Before You Start

Begin by marking the position of each post on your 
decking area, using string as a guide to ensure proper 
alignment. Start at one corner and mark each post 
at intervals that match the spacing of the balustrade 
handrail. Once all positions are marked and double-
checked, pre-drill 8mm pilot holes for each post, but 
do not install the posts yet.

Posts

Install the first post, ensuring it is level and securely 
fixed with a coach bolt (at least 60mm deep). The 
post must be above the joist frame, not into the 

INSTALLATION ADVICE

Coach Bolt

60mm into Joist

Decking Board

For detailed information about installation, please read our balustrade installation guide.

decking board. Secure all screws, then cover with foot 
caps, which snap into place. Finish by installing and 
securing the post cap with a matching screw.

Balustrade Handrail

Ensure the balustrade is securely positioned against the 
post and level. Mark the screw positions and predrill 
8mm pilot holes. Slide the fixing bracket onto the 
handrail before securing the balustrade into place with 
coach bolts. Cover the fixings with the supplied foot 
cap for a neat finish.
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Minor surface damage, scratches or chips can be repaired on-site using the approved touch-up 
process detailed below.

•	 Ensure the affected area is clean, dry and free from dirt, grease, oil, salt and any loose 
coating.

•	 Remove any contaminants using a suitable cleaning agent and allow the surface to dry 
completely before proceeding.

•	 Only repair small areas of cosmetic damage. Components with significant damage 
should be assessed before installation.

Surface Preparation

•	 Apply a light, even coat of UltraEtch Primer Grey 500ml to the prepared area.
•	 Follow the manufacturer’s application instructions.
•	 Allow the primer to dry fully before applying the topcoat.

Primer Application

•	 Allow the repaired area to become touch dry before handling.
•	 Protect the area from moisture, contamination and abrasion during the curing period.
•	 Full cure times may vary depending on temperature, humidity and product application 

thickness. Refer to the paint manufacturer’s technical guidance for detailed curing 
information.

Drying and Curing

•	 Lightly sand the damaged area using 520-grit abrasive paper.
•	 Feather the edges of the damaged coating to create a smooth transition between the 

existing finish and the repair area.
•	 Remove all sanding dust prior to applying primer.

Sanding Procedure

Apply the approved Rust-Oleum paint colour to match the existing component finish:

•	 Black: Rust-Oleum 2178
•	 White: Rust-Oleum 2192

Apply thin, even coats as required to achieve a consistent finish. Multiple light coats may 
provide a better result than one heavy coat.

Paint Application

PAINT REPAIR PROCEDURE



BALUSTRADE  
GATE

BALUSTRADE  
POST

BALUSTRADE  
LATCH

BALUSTRADE  
HINGE

BALUSTRADE  
STAIRS

PRODUCT ACCESSORIES

MATERIALS INSTALLATION ACCESSORIES LONG LASTINGINTERCHANGEABLE

The aluminium decking 
balustrade is crafted from 

extruded and welded 
aluminium sections, 
ensuring exceptional 

strength and durability. 
Designed for low-

maintenance performance, 
it features a non-corrosive 
surface that withstands 

exposure to the elements.

Finished in a sleek black or 
white coating, this modern 

and stylish balustrade 
complements a variety of 
outdoor spaces, providing 

both functionality and 
aesthetic appeal.

Handrails are 
manufactured and 
sold as complete 

sections, requiring no 
self-assembly for a 

quick and hassle-free 
installation. Designed 
to fit easily between 

balustrade posts, they 
provide a secure and 
stylish addition to any 

outdoor space.

Handrail balustrades can 
be seamlessly combined 

with balustrade posts, 
gates, and stair sections 

to create a complete 
and secure installation. 
By adding consecutive 

handrail sections, you can 
achieve the precise length 
required for your project.

This versatile system allows 
you to customise your 

balustrade system to suit 
any decking or outdoor 
space, providing both 

functionality and style for 
a durable, long-lasting 

solution.

Handrail sections are 
strong, durable, and visually 

appealing, offering a 
high-quality alternative to 
other balustrade options. 

Designed for superior 
strength and longevity, they 
provide peace of mind for 

any decking project.

Built to withstand the 
elements, these handrails 
offer a low-maintenance, 

long-lasting solution 
for both residential and 

commercial spaces. 
Combining style and 

functionality, they create a 
secure and attractive railing 
system for any outdoor area.

The balustrade handrail 
system is available in 

multiple lengths, offering 
a versatile solution for 

any project. Whether you 
are working on a small 

residential deck or a large 
commercial installation, 
the adjustable lengths 

allow for a customised fit 
to suit your requirements.

This flexibility ensures 
a seamless and secure 
installation, combining 

functionality and style to 
enhance your outdoor 

space.

Finish your decking project with the 
balustrade handrail, available in multiple 
lengths and two colours to suit your 
requirements. Designed for durability and 
ease of installation, it provides both safety 
and style while enhancing the overall look 
of your outdoor space.

The balustrade handrail can be painted 
to match your decking or other outdoor 
features, creating a seamless and 
contemporary look. 

ENHANCE YOUR PROJECT 
WITH A BALUSTRADE SYSTEM
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