CLRADCO

PROFILES

DECKING

SPACER TOOL
DECKING ACCESSORIES

Ensure the perfect recommended
spacing between your decking

ten Cladco decking spacers. Each DIFFERENT THICKNESS TABS
tool includes four tab sizes, 3mm,

6mm, 7mm and 8mm, suitable for SUITABLE FOR CLADCO'S
Nordeck, ProDeck and Signature SIGNATURE, PRODECK AND
decking boards, as well as our NORDECK DECKING RANGES
composite joists, helping you achieve

a precise and professional finish. rad el e Pl
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Please Note: Images are for illustration purposes only. Actual products may vary slightly from those shown.
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RECOMMENDED GAP SIZES

Decking Spacer

. Product Reason
Tab Size
2mm Signature Composite Signature stainless clips must leave a consistent
Stainless Clip 3mm spacing between adjoining boards.
) ) ProDeck stainless clips should create a uniform 3mm

3mm ProDeck Stainless Clip )

board-to-board expansion gap.

) Maintain a 3mm gap where boards meet end-to-end

3mm Nordeck Decking .

or along the sides.

) . A 6mm gap should be left between recycled plastic

6mm Recycled Plastic Decking . . )

boards installed side by side.

T-clips should provide a 7mm expansion gap
7mm Signature T-Clip between boards and ensure at least a 5Smm gap

when butting two boards together end on end.

) T-clips must create a consistent 7mm separation

7mm ProDeck T-Clip

between ProDeck boards.

) . Leave an 8mm space between joists when butted

8mm Composite Joist

together.

For detailed information about installation, please read our decking installation guides.

PRODUCT ACCESSORIES

SIGNATURE COMPOSITE PRODECK NORDECK COMPOSITE
DECKING BOARDS DECKING BOARDS DECKING BOARDS JOISTS

E""ﬁ www.cladco.co.uk CI_QDCD

T: 01837 659901 E: info@cladco.co.uk PROFILES




