
BUILT WITH ABRASION‑RESISTANT 
TYLON™‑COATED STEEL BLADE

IMPACT‑ABSORBING MOULDED 
RUBBER CASE FOR SITE DURABILITY

CLASS II ACCURACY (±0.5 MM AT 1 M) 
FOR CONSISTENT RESULTS

STANLEY®

TYLON™ 8M/26FT

This 8m/26ft STANLEY® Tylon™ 
measuring tape, with Class II 
accuracy, is an ideal tool for accurate 
measuring across various projects, 
from roofing to cladding. Suitable 
for both professionals and DIYers, it 
features a durable blade protected 
with TYLON™, an abrasion‑resistant 
coating that improves wear 
resistance and readability. 

P R O F I L E S

MEASURING TAPE

SPECIFICATIONS

SKU TAPEMEAS

Blade Length 8m (Metric), 26ft (Imperial)

Blade With 25mm (Metric), 1” (Imperial)

Accuracy Class Class II

Blade Coating TYLON™ Abrasion‑Resistant Coating

Colour Yellow/Black
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MATERIALS DURABILITY VERSATILITY EASY TO USEACCURACY

Manufactured from 
a TYLON™‑protected 
blade and a moulded 
rubber case, featuring 
a riveted TRU‑ZERO™ 

hook for precise 
measurements.

The moulded rubber 
case resists abrasion 

and drops for 
long‑lasting, site‑ready 

toughness.

Built for everything 
from setting joists 

and battens to sizing 
cladding boards - ready 
for any measuring job, 

on site or at home.

The 25mm wide, 
high‑contrast blade 

with a smooth sidelock 
is easy to read and 
control, even when 

working solo.

With Class II accuracy 
(±0.5 mm at 1 m) and 
a TRU‑ZERO™ hook, 
precise internal and 

external measurements 
can be taken.


